
LUXONOS.NL 
 

 

1 

 

XKW9M 

LUXONOS.NL  
 

   

         

 

 



LUXONOS.NL 
 

 

2 

Important： 

* Please ensure to hung up the aluminium pole 

before powered on the unit.(Hung up the 

ball/pole/lantern or other light fixtures before 

power on, needs to have weight to prevent the 

wire be twist inside the equipment ) 

 

* Please power off when change other light 

fixture to protect the leds. 

 
 

1. Operation 

1.1. Key 

                                    【MENU】Choosing or Return 

                                    【UP】Menu choosing or value increase 

                                    【DOWN】Menu choosing or value decrease 

                                    【ENTER】Save/ Enter into the submenu 

 

 

 

 

 

 

 

 

 

 

MENU  UP   DOWN   ENTER 
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◼ Display function instruction 

◆ Press 【MENU】key to choose the functions in the main menu,then press      【

ENTER】key to enter into the submenu. Press 【UP】【DOWN】key to choose the 

functions in the submenu,then then press 【ENTER】key to save.It will flash while 

save. After that it will back to main menu interface. 

 

◆ Press 【MENU】key to return to the main menu when it in the submenu.It will return 

back to the main menu automatically if there is no any opreation in 15s. 

 

◆ The display is not always bright, automatically get black after 30 seconds if there is 

no operation, press any keys to brighten. 

1.1. Menu Navigation 

No. Menu Submenu Functions 

1 Addr 

A001 1CH：A001~A512 

b001 3CH：b001~b512 

C001 6CH：C001~C512 

d001 9CH：d001~d512 

  e001 182CH:  e001~d512 

 

2 

 

 

 

CHAL 

 

 

CH1A 1CH 

CH3b 3CH 

CH6C 6CH 

CH9d 9CH 

182e 182CH 

3 

 

SPED 

 

SP01 
Speed：0.5m/s; 

Max weight-bearing ≤2.0KG（size of the ball<40cm

） 
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SP02 
Speed：1m/s; 

Max weight-bearing ≤1.5KG（size of the ball<35cm

） 

SP03 
Speed：1.5m/s; 

Max weight-bearing ≤0.7KG（size of the ball<25cm

） 

4 LOCK 
ON 

Automatically turn on the safety lock after 5 

minutes without lifting movement 

OFF 
Automatically turn off the safety lock after 5 

minutes without lifting movement 

5 AUTO 
ON 

XON Master-slave auto run 

XOFF Mater auto run 

OFF Turn off the function of Master-slave auto run  

6 Err  Machine error warning 

 

2. Channel chart 

(CH1A)  

Channel Value Function 

1 

0 No Lifting movement 

001~255 Down 

255~001 Up 

 

 

(CH3b) 

Channel Value Function 

1 

0 No Lifting movement 

001~255 Down 

255~001 Up 

2 0~255 Fast to Slow(0 fastest) 

3 
0~200 No operation 

201~255 Safety Lock open 
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（CH6C） 

Channel Value Function 

1 0~255 Red，curve dimming,0~255 (Dark to Bright) 

2 0~255 Green，curve dimming,0~255 (Dark to Bright) 

3 0~255 Blue，curve dimming,0~255 (Dark to Bright) 

4 

0 No Lifting movement 

001~255 Down 

255~001 Up 

5 0~255 Fast to Slow(0 fastest) 

6 
0~200 No operation 

201~255 Safety Lock open 

 

 

 

 

 

 

（CH9d） 

Channel Value Function 

1 0~255 
R、G、B dimming，curve dimming 

0~255 (Dark to Bright) 

2 
0~20 No operation 

21~255 R、G、B strobe, 21-255(Slow to Fast) 

3 0~255 Red，curve dimming, 0~255 (Dark to Bright) 

4 0~255 Green，curve dimming, 0~255 (Dark to Bright) 

5 0~255 Blue，curve dimming, 0~255 (Dark to Bright) 

6 

0 No Lifting movement 

001~255 Down 

255~001 Up 

7 0~255 Fast to Slow(0 fastest) 

8 
0~200 No operation 

201~255 Safety Lock open 

9 
0~200 No opreation 

201~255 Reset after 6s 
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（182e） 

Channel Value Function 

1 

0 No Lifting movement 

001~255 Down 

255~001 Up 

2 0~255 Fast to Slow(0 fastest) 

3 0~255 Red 1，curve dimming,0~255 (Dark to Bright) 

4 0~255 Green 1，curve dimming, 0~255 (Dark to Bright) 

5 0~255 Blue1 ，curve dimming, 0~255 (Dark to Bright) 

6 0~255 Red 2，curve dimming,0~255 (Dark to Bright) 

``````` `````` ````````` 

182 0~255 Blue 60，curve dimming, 0~255 (Dark to Bright) 

   

 


